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"BELINTERSAT"is a complex consisting of a modern
geostationarycommunicationsatellite "BELINTERSAT-1" and
the Centerfor SpaceCommunication"Stankovo".

The satellite "BELINTERSAT-1" is located on the
geostationaryorbit at position 51.5 ϲEast, is equippedwith
38 transponderswith 15 yearseffective life term and covers
Europe,AsiaandAfrica.

Center for Space Communications "Stankovo" consists of the 
Ground Control Station (GCS) and Teleport with Satellite Control 
Center (SCC), Communications Operation Control Center (COCC)
and Ground Application System (GAS).



General information about the BELINTERSAT-1 satellite

Beams Band Bandwidth Polarization

African C- 36 MHz CL/CR
East C- 36 MHz CL/CR

African* Ku- 36 MHz V/ H
European Ku- 54 and36 MHz V/ H

*transponders could be cross-strapped to European beam (uplink in European beam, downlink in African beam)

Satellitename BELINTERSAT-1

Orbital position 51,5ͦEast

Launch date and launchcenter January 2016, Xichang(XSLC),China

Payload
C-band: 20x 36 MHz
Ku-band: 14 x 36MHz,4 x 54 MHz

Service areas Europe, Africa,Asia

Servicelifetime 15 years



Ku-band.African beam. 

�‡ UL: 14000 ς14500MHz DL: 10950 ς11200 MHz
�‡ Polarization: V/H (linear)

Ku-band. European beam.

�‡ UL: 12750  ς12125 MHz DL: 10825 -10950 ,  11200 ς11450MHz
�‡ Polarization: V/H (linear)


